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TF-2000
AIR DEFENSE DESTROYER

MAIN CHARACTERISTICS

Designed by Turkish Navy Design Project Office (DPO)

Length of All: 149 meters

Beam: 21,3 meters

Draft: 5,75 meters

Displacement: 8.300 tons

Max. Speed: +26 knots

Cruising Speed: 17 knots

CAPABILITIESMISSIONS

Superior Combat Power -
>45 days Operational Capability without 

Replenishment -180 days of operations 
without main base support - >40 years of 

Service Life - Unlimited Operation at SS-5 - 
High Survivability and Shock Resistance -
Military Design and Construction Standards - 
Life Cycle Cost Based Design - Long Range 
and High Endurance - High Seakeeping and 

High Reliability - Operation Capability in NBC 
Environment - Low Radar Cross Section and 

IR Signature - Low Acoustic and Magnetic 
Signature - Effective Long Range Weaponry -
Advanced Network Centric Combat 
Management System - Integrated 

Communication System - Integrated Platform 
Management System (IPMS) - 
Lifetime Logistics Support

Anti-Air Warfare (AAW)

Anti-Surface Warfare (ASUW)

Anti-Submarine Warfare (ASW)

Electronic Warfare (EW)

Intelligence, Surveillance and 

Reconnaissance (ISR) Operations

Search & Rescue (SAR) Operations

Anti-Terrorism Operations

Coastal and Offshore Patrol

Maritime Special Operations


